LED Track Lighting

Bluetooth Speaker

User's Manual

LED Track Lighting Bluetooth Speaker Model: D2 LED Track Lighting Bluetooth Speaker Model: D2 LED Track Lighting Bluetooth Speaker Model: D2 LED Track Lighting Bluetooth Speaker Model: D2
Installation Notes: Installation Notes: Specifications: Remote control button function description:
1. Please read the manual carefully before installation, and operate according

Bluetooth version: 5.3

to the content of the manual;

. To ensure safety, please entrust professionals to be responsible for
installation, maintenance and inspection of the product;

. In order to avoid the danger of electric shock, please make sure to turn off

the power before installation and maintenance;

It is forbidden to extend conductive objects into the product to avoid short circuit;

This lamp is only suitable for indoor installation

(not for use in humid environments);

. Do not install the lamps on unstable and not strong skylights to avoid
falling lamps;

. During the disassembly and assembly of the lamps, it needs to be handled
with care. Violent disassembly or incorrect installation is strictly prohibited;

. Properly keep the instruction manual for reference.
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Track Connector —8 ——

Three-speed toggle switch

Axis of rotation Host - Off - Subordinate

350° rotation

Ambient Light

Al

Snap the guide rail head into the
guide rail groove.

Lock the button to secure the
D2 to the track strip.

Bluetooth connection:

@ Bluetooth host mode

1. The product will automatically enter the pairing mode after the gear switch

is pulled to the "Host" gear and turned on. LED ring Blinking blue means pairing
mode, long bright colored light means connected state;

2. Turn on the bluetooth of the mobile phone to search for "D2- %" pairing.
After the pairing is successful, it will enter the broadcasting state, and turn on
the mobile phone music player to play music wirelessly;

3. The function is operated through the remote controller, and the master and
slave share a remote controller after synchronization;

Note: “ % "It can be any letter, representing different version numbers.

@ Bluetooth slave mode

1. After the hardware shift switch is pulled to the "Subordinate" gear and the
machine is turned on, it will automatically enter the auxiliary machine mode.

The LED ambient light is always on; there is no prompt sound in the slave mode;
2. The slave mode actively searches and connects to the host, and
synchronizes the playback content of the host;

Working distance:
Transmission Power:
Frequency modulation method:
Bluetooth profiles:

Bluetooth broadcast:

Broadcast connection:

CSB Auxiliary machine
broadcast distance:

Driver spec:

Output Power:
Frequency response:
Sensitivity :

S/N ratio:

Distortion:

Working voltage:

Working current:

about 33 feet/ 10m
Class 2, <4dbm
FHSS

A2DP, AVRCP

CSB-Connectionless slave broadcast
The broadcast format is NAV

Master Theory One pair of N slaves

The open distance
is not more than 25m

®50mm 4Q 12W
12w
50HZ-20KHZ
80db

275 db

<0.3% @ 1W
AC 90V-245V
<200mA

Long press for 3s
to shut down

Press and hold for 3s

Short press K
to power on disconnect bluetooth
Short press to Short/long press
pause/play volume up
Short press the Short press next track

previous track
Short/long press
volume down

Short press

to turn off the light
Short press again

to restore the
previous light

—— Short press to switch
dynamic lighting effects
Gradient/ Rhythm/
Color Marquee

(Short press to turn on when
the light is turned off)

Short press to switch monochrome lights:
red-green-blue-white-yellow-cyan-purple
(Short press to turn on when the light is turned off)

The remote control uses CR2025 button battery. The side tray of the battery
can be opened to replace the new battery.




