GSOU

www.gsoutech.com

1080P WIRELESS WEBCAM

Manual

You can test the webcam through this link.(www.webcamtest.cc)

Standard Accessories:

h

— [~ USB C to USB
C = - Adapter
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USB Receiver Tripod

Webcam host

Product description:

Camera device name: W31 Wireless HD Webcam
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o Power toggle switch (power on on the right / power off on the left)

® When the power switch is turned on,
9 Host pairing button:  short press to turn on/long press to turn off;
® After power on, short press again to enter pairing mode;

e Charging indicator o Type-C charging interface: 5V charging interface

® |n disconnected state, the red/white light flashes alternately;

@ |n pairing mode, the white light flashes quickly in the unpaired state;
® Connected status, the white light is always on;

® The red light flashes quickly when the voltage is low;

o Host status indicator:

@ Microphone receiving hole ) Receiver pairing button: short press to enter pairing mode

@ First time using

Note: the camera host has been successfully paired with the random matching USB receiver
when the product leaves the factory.

OFF/ON

b Plug in the USB receiver,
the status indicator white

b Toggle the power switch of the main unit to the
power-on state on the right.Then short press the

light flashes slowly host pairing button to connect.

@ If the pairing is unsuccessful, you can add a third step on the
basis of steps 1-2 above.

Short press the pairing button of the host and receiver at the same time,
The host and receiver are automatically paired

. In the pairing state:
The status indicators of the host and

the receiver flash white quickly.

' After the pairing is successful:
: The status indicators of the host and
receiver are always keep in white light

Simultaneously short press

® In pairing mode, the status indicator flashes white quickly;
0 Receiver Status Indicator: ® After the connection, the status indicator light will be solid white;
@ Unconnected status indicator white light flashes slowly;

9 USB-A interface: connect to the computer USB interface;

Host charging:

! Use a USB cable to
1 connect to a computer

for charging or buy a
USB charger separately.

Power off the camera host when it is
idle to save power consumption!

Tripod mount:

Open the quick release plate switch outwards and
remove the quick release plate.
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lign the screws on the quick release plate with

the screw holes at the bottom of the camera base.
Then tighten the screws under the quick release
plate clockwise to fix the camera body.

Charging indicator
Charging: red (lights up)
Charging complete: light off
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Finally, install the quick release
version with the camera installed

on the tripod.

How to switch microphones:

Microphone device name: W31 Wireless HD Webcam Audio

Voice pickup range: 2 meters

If you need to use your own other microphone, please switch the microphone device
according to the following path:

Windows 10 | @ [Start] — [Settings] — [System] — [Sound] — [Manage sound devices]
— [Input device] select your microphone.

Mac OS @ [System Preferences] — [Sound] — [Input] select your microphone.

Specifications:

Sensor: High quality 2MP CMOS sensor
MJPG: 1920*1080 /1280*720/640*480
YUY2: 640*360

H264: 1920*1088 /1280*720

Capture Image Size:

YUY2 &MIPG&H264

Note: To output H264, the video APP needs to support
H264 output format; It is recommended to download
PotPlayerMini to use;Other video tools may be stuck;

Output Format:

MJPG: 1080P/720P 30fps
Frame Rate: H264: 1088P/720P 30fps

Min.Sensitivity: 2.0V/Lux.Sec

Max color Depth: 3cm to infinity

Blink Control: 50Hz~60Hz

Win XP SP3, Win7/ 8/10/11

Compatipilitvy macOS/ Android free driver;
Interface: USB 2.0
Still Image format: BMP/JPG

Dynamic Captured

Video streaming format: AVI

Battery capacity: Built-in 5200mAh rechargeable lithium battery

Working current: At maximum volume output<700mA
Working voltage: 3.7V
Work time: The longest working time is about 9 hours
Stand-by current: <100uA
Charging voltage: DC 5V
Charging current: 1.5-2.0A
Working Temperature: 0C-40C
Power Consumption: <2.5W
Working distance: Open distance 20-25 meters
working frequency: 2.4~2.4835 GHZ

Q: How to resolve screen too light under bright light?

A: There are advanced built-in parameters adjustment chips in no-driver needed products.

When the screen is too light, has the screen face ceiling or white wall So that the camera will reduce
lightness automatically, then the screen will come back to normal.

Q: Why are there horizontal lines in images?
A: The horizontal lines in images are caused by light refraction. You can adjust the angle and the
screen will come back to normal.

Q: The image flashes when the computer is used on-line?
A: When the image flashes, you can adjust the angle of the camera.

Q: How to improve image effect while my pc is used online?
A: light plays an extremely important role in image quality, please adjust your web camera parameter
to get better image according to different light condition.

Q: My Operational system is Windows Me,| can not use“No driver installation

needed" web camera.

A: we are sorry that Windows Me and Window98 do not support “No driver installation needed”
web camera.

Q: Why the image | get in my computer is not as clear as image in distributor's computer?

A: Cause most of our distributor use Windows XP2 system plus USB 2.0 port,we recommend you

to install Microsoft Rservice pack and improve your computer to USB2.0.

Q: Why my camera does not perform normally while used online?

VA: If your pluck your camera before stop your web camera online. the programme may be abnormal.
Restart your computer it will be OK If further information or help needed, please contact our after-sale
service team.

NOTE: Do not open or detach webcam yourself,we disclaim all responsibility for misuse.




